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Base machine demand   

Large size hydraulic carriers and compact loaders 

Moun�ng SAE J2513    

Hydraulic Low pressure (case drain) 

Power range 200-240bar  2900 / 

3600psi  

130-200 l/min 

34-52 gal/min  

Li-ing capasity Min 1300kg / 2900 lbs 

Technical data: 

Transmission Hydraulic  

Hydraulic motor Low pressure -  gerotor motor 

Hydraulic motor Connected directly to rotor  

Rotor diameter 500 mm  25 inch 

Rotor width 1908 mm 75 inch 

Cu3er qty.  86 (T25 rotor)   

Working depth 250mm / 10 inch 

Main dimensions: 

Length 915 mm 36 inch 

Width  2310 mm 91 inch 

Height 800 mm 32 inch 

Weight / Weight with 1000 / 1300 kg 2200-2900 lbs 

FEATURES 

- Bolted counter blades 

- Bolted rubber flap for flow and material control 

-  Fixed Hardox liner 

- UNT Rotor with carbide cu�ers 

- Possibility to turn the direc!on of the rotor 

- Op!miced free cu!ng depth 130mm 

- Op!onal hydraulic rear roller 

PROPERTY MAINTENANCE / GARDENING / CLEARING 

- Removal of ice and hard packed snow from parking areas, inter   

sec!ons and sidewalk. 

- Crushing of small stumps and branches 

- Clearing of vegeta!on and undergrowth 

- Clearing and maintaining of green areas 

- Clearing land before seeding and plan!ng 

-  Maintaining of gravel roads and park paths 
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